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Shape ToleranceClearance Angle Fixing

Chip breaker

0°
80° m

l

Ø
 d

s

s

s  ± 0.13

For l = 06, d  ± 0.05  m ± 0.08  

For l = 08, d  ± 0.08  m ± 0.13

Insert Designation

Application Guide

s r Catalog Nr.l

WNMG 060404 NN LT 1000 4.76 0.4 T00019496

WNMG 060408 NN

WNMG 060408 NX*

LT 1000

LT 1000

4.76

4.76

0.8

0.8

T0001950

T0003014

6

6

WNMG 080404 NN LT 1000 4.76 0.4 T00019518

WNMG 080408 NN LT 1000 4.76 0.8 T00019528

WNMG 080408 NM LT 1000 4.76 0.8 T00019698

WNMG 080412 NN LT 1000 4.76 1.2 T00019538

WNMG 080408 NX LT 1000 4.76 0.8 T00027428

Finishing Medium Roughing /

Interrupted cut

WNMG 060404 NN

WNMG 060408 NN

WNMG 060408 NX

WNMG 080404 NN

WNMG 080408 NN

WNMG 080408 NM

WNMG 080408 NX

WNMG 080412 NN

80° Trigon shape inserts, with 6 cutting edges. Suitable 

for all-purpose Turning, Facing and Boring operations.Stainless Steel

V
C

V
C

Productivity Machine Recommendations 

Guide. Details on page 10

Grade

NM Steel and Cast IronNN All purpose Chipbreaker NX All purpose Chipbreaker

Finishing:

d.o.c. =

fn = 

0.30 - 1.50 mm

0.08 - 0.20 mm/rev

Medium:

d.o.c. =

fn = 

0.70 - 4.50 mm

0.15 - 0.45 mm/rev

Roughing

d.o.c. =

fn = 

3.00 - 7.00 mm

0.35 - 0.70 mm/rev

= Not recommended

= Good

= Acceptable

* Available from Q2-2013
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Machining conditions

WNMG 060404 NN LT 10 & LT 1000
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Machining conditions

WNMG 060408 NN/NX LT 10 & LT 1000
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Machining conditions

WNMG 080404 NN LT 10 & LT 1000
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Machining conditions

WNMG 080408 NN LT 10 & LT 1000
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Machining conditions

WNMG 080408 NM LT 10 & LT 1000
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Machining conditions

WNMG 080408 NX LT 1000
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Machining conditions

WNMG 080412 NN LT 10 & LT 1000


